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NO.1 Your network contains an Active Directory domain named contoso.com. The domain contains a
DHCP server named Server2 that runs Windows Server 2016.
Server2 has 10 IPv4 scopes.
You need to ensure that the scopes are backed up every 30 minutes to the folder D:\DHCPBackup.
What should you run?
A. dism.exe
B. dns.exe
C. dnscmd.exe
D. netsh.exe
E. Set-DhcpServerDatabase
F. Set-DhcpServerv4DnsSetting
G. Set-DhcpServerv6DnsSetting
H. Set-DNSServerSetting
Answer: E

NO.2 You have two Hyper-V hosts named Server1 and Server2 that run windows server 2012 R2. The
servers are nodes in a failover cluster named Cluster1.
You perform a rolling upgrade of the cluster nodes to Windows Server 2016.
You need to ensure that you can implement the Virtual Machine Load Balancing feature.
Which cmdlet should you use?
A. Update-ClusterFunctionalLevel
B. SetCauClusterRole
C. Update-ClusterNetWorkNameResource
D. Set-ClusterGroupSet
Answer: A

NO.3 You have a DNS server named DNS1 that hosts several forward lookup zones.
You discover that dynamic records exist for computers that were removed from your network several
months ago.
You need to ensure that the records are removed automatically.
Which two actions should you perform? Each correct answer presents part of the solution.
NOTE: Each correct selection is worth one point.
A. From the Advanced settings of the DNS server properties, select Enable automatic scavenging of
stale records
B. From the Start of Authority (SOA) settings of each zone, configure the Retry interval setting and
the Minimum (default) TTL setting.
C. For each zone, set Dynamic updates to Secure only.
D. For each zone, select Scavenge stale resource records.
E. From the Start of Authority (SOA) settings of each zone, configure the Refresh interval setting and
the Expires after setting.
Answer: B E

NO.4 Note: This question is part of a series of questions that present the same scenario. Each
question in the series contains a unique solution. Determine whether the solution meets the stated
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goals. Some question sets might have more than one correct solution, while others might not have a
correct solution.
After you answer a question in this section, you will NOT be able to return to it. As a result, these
questions will not appear in the review screen.
Your network contains an Active Directory domain named contoso.com. The domain contains a DNS
server named Server1. All client computers run Windows 10.
On Server1, you have the following zone configuration.

You need to ensure that all of the client computers in the domain perform DNSSEC validation for the
fabrikam.com namespace.
Solution: From Windows PowerShell on Server1, you run the Export-DnsServerDnsSecPublicKey
cmdlet.
Does this meet the goal?
A. Yes
B. No
Answer: B
Explanation
References:
https://docs.microsoft.com/en-us/powershell/module/dnsserver/export-
dnsserverdnssecpublickey?view=win10-p

NO.5 You have an IP Filters Network Policy Server (NPS) template that is used by an NPS policy. The
IP filters are configured as shown in the following exhibit.
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Use the drop-down menus to select the answer choice that completes each statement based on the
information presented in the graphic.
NOTE: each correct selection is worth one point.

Answer:
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NO.6 You have an Active Directory forest that contains 30 servers and 6,000 Client computers. You
deploy a new DHCP server that runs Windows Server 2016. You need to retrieve the list of the
authorized DHCP servers.
Which command should you run?
A. Get-DHCPServerDatabase
B. Netstat -p IP -s -a
C. Get-DHCPServerInDc
D. Show-ADAuthenticationPolicyExpression -AllowedToAuthenticateTo
Answer: C
Explanation
To get all authorized DHCP servers in Active Directory, you can use the following PowerShell cmdlet:
Get-DhcpServerinDC

NO.7 You have an IP Address Management (IPAM) server named Server1 that runs Windows Server
2016. You have five DHCP servers. Server1 manages all of the DHCP servers.
On Server1, an administrator uses Purge Event Catalog Data to remove all of the events from the last
30 days.
You need to view all of the lease requests that were denied during the last two days.
What should you do?
A. On each DHCP server, run the \Microsoft\Windows\Server Manager\CleanUpOldPerfLogs
scheduled task, and then review the event catalog on Server1.
B. On Server1, run the Purge Event Catalog Data action and then open Event Viewer on Server1.
C. Review the log data in C:\Windows\System32\ipam\Database on Server1.
D. On each DHCP server, review the DHCP Server operational event log.
Answer: C
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NO.8 You have multiple servers that run Windows Server 2016. You have a server named Server1
that is configured as a domain controller and a DNS server.
You need to create an Active Directory-integrated zone on Server1.
What should you run?
A. dism.exe
B. dns.exe
C. dnscmd.exe
D. netsh.exe
E. Set-DhcpServerDatabase
F. Set-DhcpServerv4DnsSetting
G. Set-DhcpServerv6DnsSetting
H. Set-DNSServerSetting
Answer: C

NO.9 Note: This question is part of a series of questions that present the same scenario. Each
question in the series contains a unique solution that might meet the stated goals. Some question
sets might have more than one correct solution, while others might not have a correct solution.
After you answer a question in this section, you will NOT be able to return to it As a result, these
questions will not appear in the review screen. You are planning the deployment of DNS to a new
network.
You have four internal DNS servers configured as shown in the following table.

The contos.com zone contains zone delegations for east.contoso.com. westcontoso.com, and south
contoso.com All the DNS servers use root hints.
You need to ensure that all the DNS servers can resolve the names of all the internal namespaces and
Internet hosts.
Solution: On Server2 and Server3. you configure a conditional forwarder for contoso.com.
Does this meet the goal?
A. Yes
B. No
Answer: B

NO.10 Refer to Exhibit:
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You plan to implement a VPN. FabRA1 will use the RADIUS proxy for authentication.
You need to ensure that VPN clients can be authenticated and can access internal resources. The
solution must ensure that FabRS1 is used as a RADIUS server and FabRPl is used as a RADIUS proxy.
Which two actions should you perform? Each correct answer presents part of the solution.
A. Create a connection request policy on FabRSl.
B. Create a connection request policy on FabRPl.
C. Create a network policy on FabRSl.
D. Delete the default connection request policy on FabRSl.
E. Create a network policv on FabRPl.
Answer: B C

NO.11 You have an IP Address Management (IPAM) server named IPAM1 that runs Window Server
2016. IPAM1 manages all of the DHCP servers on your network.
You are troubleshooting an issue for a client that fails to receive an IP address from DHCP.
You need to ensure that from IPAM1, you can view all of the event data for the DHCP leases from the
last 24 hours.
Solution: From Server Manager, you run Retrieve Event Catalog Data.
Does this meet the goal?
A. Yes
B. No
Answer: A
Explanation
References:
http://www.techblogopedia.com/blog/ip-address-managementipam-windows-server-2012-r2-part-
3/

NO.12 You have a DHCP server named Server1.
Server1 has an IPv4 scope that serves 75 client computers that run Windows 10.
When you review the address leases in the DHCP console, you discover several leases for devices that
you do not recognize.
You need to ensure that only the 75 Windows 10 computers can obtain a lease from the scope.
What should you do?
A. Run the Add-DhcpServerv4ExclusionRange cmdlet.
B. Create and enable a DHCP filter.
C. Create a DHCP policy for the scope.
D. Run the Add-DhcpServerv4OptionDefinition cmdlet.
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Answer: A
Explanation
References: https://technet.microsoft.com/en-us/library/jj590721(v=wps.630).aspx

NO.13 Your network contains an Active Directory domain named contoso.com. The domain contains
a DNS server named Server1.
Server1 is configured to use a forwarder named Server2 that has an IP address of 10.0.0.10. Server2
can resolve names hosted on the Internet successfully. Server2 hosts a primary DNS zone named
adatum.com.
On Server1, you have the following zone configuration.

The "." zone contains the following records.

For each of the following statements, select Yes if the statement is true. Otherwise, select No.

Answer:
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NO.14 Your network contains an Active Directory forest named adatum.com. The forest contains a
single domain and the sites shown in the following table .

The domain has a Distributed File System (DFS) namespace named \\Adatum.com\Public.The Df S
namespace contains the folders shown in the following table.

The DFS folder targets are synchronized. AH users have Read permissions to folder!. Folder? and
folder3 The
\\Adatum.com\Public DFS namespace has the following configurations.
For each of the following statements select Yes if the statement is true. Otherwise, select No.

Answer:
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NO.15 You have a Hyper-V host named Server1 that runs Windows Server 2016. Server1 has two
network adaptors named NK1 and NIC2. Server2 has two virtual switches named vSwitch1 and
vSwitch2. N1C1 connects to vSwitch1. NIC2 connects to vSwitch2 Server1 hosts a virtual machine
named VM1. VM1 has two network adapters named vmNIC1 and vmNIC1.
VmNIC1 connects to vSwitch1. VmNIC2 connects to vSwitch2.
You need to create a NIC team on VM1.
What should you run on VM1? To answer, select the appropriate options in the answer area.
NOTE: Each correct selection is worth one point.

Answer:
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Explanation

Name NICTEAM1 TeamMembers vmNIC1, vmNIC2 -TeamingMode $var1 -LoadBalancingAlgorithm 
$var2

NO.16 You have a Hyper-V host named Server1 that runs Windows Server 2016. Server1 connects to
your corporate network. The Corporate network uses the 10.10.0.0/16 address space.
Server1 hosts a virtual machine named VM1, VM1 is configured to have an IP addresses of
172.16.1.54/16.
You need to ensure that VM1 can access the resources on the corporate network.
What should you do? To answer, select the appropriate options in the answer area.
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Answer:
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NO.17 You are implementing IPv6 addressing for your company by using the following specifications
:
* The global address space is 2001:db8:1234.
* The company has 100 locations worldwide.
* Each location has up to 300 subnets.
* 64 bits will be used for hosts.
You need to identify how many bits to use for the locations and the subnets.
How many bits should you identify? To answer, drag the appropriate amounts to the correct targets.
Each amount may be used once, more than once, or not at all. You may need to drag the split bar
between panes or scroll to view content.
NOTE: Each correct selection is worth one point.

Answer:
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NO.18 Your network contains an Active directory forest named contoso.com. The forest has a
Distributed File System (DFS) namespace named \\contoso.com\namespace1.
The domain contains a file server named Server1 that runs Windows Server 2016.
You create a folder named Folder1 on Server1.
You need to use Folder1 as a target for Namespace1.
Which two cmdlets should you use? Each correct answer presents part of the solution.
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NOTE: Each correct selection is worth one point.
A. New-DfsnFolderTarget
B. Install-WindowsFeature
C. Grant-DfsnAccess
D. New-DfsnFolder
E. New-SmbShare
Answer: A C
Explanation
References:
https://docs.microsoft.com/en-us/powershell/module/dfsn/new-dfsnfoldertarget?view=win10-ps
https://docs.microsoft.com/en-us/powershell/module/dfsn/grant-dfsnaccess?view=win10-ps

NO.19 Note: This question is part of a series of questions that present the same scenario. Each
question in the series contains a unique solution that might meet the stated goals. Some question
sets might have more than one correct solution, while others might not have a correct solution.
After you answer a question in this sections, you will NOT be able to return to it. As a result, these
questions will not appear in the review screen.
Your network contains an Active Directory domain named adatum.com. The domain contains two
DHCP servers named Server1 and Server2.
Server1 has the following IP configuration.

Server2 has the following IP configuration.

Some users report that sometimes they cannot access the network because of conflicting IP
addresses.
You need to configure DHCP to avoid leasing addresses that are in use already.
Solution: On Server1, you modify the EndRange IP address of the scope.
Does this meet the goal?
A. Yes
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B. No
Answer: A

NO.20 Note: This question is part of a series of questions that present the same scenario. Each
question in the series contains a unique solution that might meet the stated goals. Some question
sets might have more than one correct solution, while others might not have a correct solution.
After you answer a question in this sections, you will NOT be able to return to it. As a result, these
questions will not appear in the review screen.
You have a server named Server1 that has the Network Policy and Access Services server role
installed.
You create a Shared Secret Network Policy Server (NPS) template named Template1.
You need to view the shared secret string used for Template1.
Solution: From the Network Policy Server console, you export the configuration, and you view the
exported XML file.
Does this meet the goal?
A. Yes
B. No
Answer: A

NO.21 You have a DHCP server named Server1 that runs Windows Server 2016. Server1 has the
scopes configured as shown in the following table.

All other scope settings are set to the default values. There is no available address space for another
scope to be created.
Your network has 150 desktop computers that have access to the corporate network. Your company
also provides visitors with WI-FI access to the network. There can be up to 200 visitors each day.
You discover that some visitors fail to access the WI-FI network because there are no available
addresses to allocate to the visitors.
You need to prevent this issue from reoccurring.
What should you do?
A. For the Visitors scope, run the Dhcp Split Configuration Wizard.
B Run Set-DhcpServerv4Scope -ActivatePolicies $True -Name Mobil -MaxBootPCIients 200
B. Configure a superscope that contains the Visitors scope.
D Run Set-DhcpServerv4Scope -Name Mobile -LeaseDuration 0.02:00:00
Answer: B
Explanation
References:
https://docs.microsoft.com/en-us/previous-
versions/windows/desktop/dhcpserverpsprov/dhcpserverv4scope

NO.22 You have multiple servers that run Windows Server 2016.
You need to install the DNS Server server role on one of the servers.
What should you run?
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A. dism.exe
B. dns.exe
C. dnscmd.exe
D. netsh.exe
E. Set-DhcpServerDatabase
F. Set-DhcpServerv4DnsSetting
G. Set-DhcpServerv6DnsSetting
H. Set-DNSServerSetting
Answer: A

NO.23 Your company has two main offices. The offices are located in London and Seattle. All servers
run Windows Server 2016.
In the Seattle office, you have a Distributed File System (DFS) server named FS1. FS1 has a folder
named Folder1 that contains large Windows image files.
In the London office, you deploy a DFS server named FS2, and you then replicate Folder1 to FS2.
After several days, you discover that the replication of certain files failed to complete.
You need to ensure that all of the files in Folder1 can replicate to FS2.
What should you do?
A. Modify the disk quota of the drive that contains Folder1.
B. From a command prompt, run dfsutil /purgemupcache.
C. Create a quota for Folder1 by using File Server Resource Manager (FSRM).
D. Modify the size of staging area of Folder1.
Answer: C
Explanation
https://technet.microsoft.com/en-us/library/hh831487(v=ws.11).aspx

NO.24 Your network contains multiple wireless access points (WAPs) that use WPA2-Personal
authentication. The network contains an enterprise root certification authority (CA).
The security administrator at your company plans to implement WPA2-Enterprise authentication on
the WAPs.
To support the authentication change, you deploy a server that has Network Policy Server (NPS)
installed.
You need to configure NPS to authenticate the wireless clients.
What should you do on the NPS server?
A. Add RADIUS clients and configure network policies.
B. Create a remote RADIUS server group and configure connection request policies.
C. Create a remote RADIUS server group and install a server certificate.
D. Add RADIUS clients and configure connection request policies.
Answer: A
Explanation
https://ittrainingday.com/2013/12/25/how-to-configure-a-windows-radius-server-for-802-1x-
wireless-or-wired-c

NO.25 Your company has 10 offices. Each office has a local network that contains several Hyper-V
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hosts that run Windows Server 2016. All of the offices are connected by high speed, low latency WAN
links.
You need to ensure that you can use QoS policies for Live Migration traffic between the offices.
Which component should you install?
A. the Data Center Bridging feature
B. the Routing role service
C. the Network Controller server role
D. the Multipath I/O feature
E. the Canary Network Diagnostics feature
Answer: D
Explanation
https://technet.microsoft.com/en-us/library/jj735302(v=ws.11).aspx

NO.26 Your network contains an Active Directory domain named contoso.com. The domain contains
a DNS server named Server1. You enable Response Rate Limiting on Server1. You need to prevent
Response Rate Limiting from applying to hosts that reside on the network of 10.0.0.0/24. Which
cmdlets should you run? To answer, select the appropriate options in the answer area.

Answer:
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Explanation
Set-DnsServerResponseRateLimiting
Add-DnsServerResponseRateLimitingExceptionlist
https://docs.microsoft.com/en-us/powershell/module/dnsserver/set-
dnsserverresponseratelimiting?view=win10-p

NO.27 Note: This question is part of a series of questions that present the same scenario. Each
question in the series contains a unique solution that might meet the stated goals. Some question
sets might have more than one correct solution, while others might not have a correct solution.
After you answer a question in this sections, you will NOT be able to return to it. As a result, these
questions will not appear in the review screen.
You network contains an Active Directory domain named contoso.com. The domain contains a DHCP
server named Server1. All client computers run Windows 10 and are configured as DHCP clients.
Your helpdesk received calls today from users who failed to access the network from their Windows
10 computer.
You open the DHCP console as shown in the exhibit. (Click the Exhibit button.)
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You need to ensure that all of the Windows 10 computers can receive a DHCP lease.
Solution: You increase the scope size.
Does this meet the goal?
A. Yes
B. No
Answer: B
Explanation
https://technet.microsoft.com/en-us/library/dd183581(v=ws.10).aspx

NO.28 Your network contains an Active Directory forest named contoso.com. The forest has three
sites named Site1, Site2 and Site3.
Distributed File System (DFS) for the forest is configured as shown in the exhibit.
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The forest contains a server named Server2 that hosts the DFS namespace.
\\Contoso.com\Namespace1\Folder2 has the following configuration.

\\Contoso\Namespace1\Folder2 has the targets configured as shown in the following table.

For each of the following statement, Select Yes if Statement is true. Otherwise, select No.
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Answer:

NO.29 You have a DHCP server. The server has a scope named Scope1 that has the following
configurations:
* Address range 192.168.0.2 -192.168.1.254
* Mask: 255255254.0
* Router 192.168.0.1
* Lease duration: 8 days
* DNS server: 172.16.0.254
* Reservation: 00-15-5D-00-27-03 - 192.168.1254
You need to ensure that all the Hyper-V virtual machines that receive leases from Scope1 meet the
following requirements:
* Have IP addresses that range from 192.168.1.1 to 192.168.1.100.
* Use a DNS server of 10.10.10.1.
The solution must NOT affect other DHCP clients that receive IP configurations from Scope1.
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What should you create?
A. a policy
B. a filter
C. scope options
D. a scope
Answer: B

NO.30 You have a server named Server1 that runs Windows Server 2016.
Server1 will be used as a VPN server.
You need to configure Server1 to support VPN Reconnect.
Which VPN protocol should you use?
A. IKEv2
B. L2TP
C. PPTP
D. SSTP
Answer: B

NO.31 Note: This question is part of a series of questions that present the same scenario. Each
question in the series contains a unique solution. Determine whether the solution meets the stated
goals.
Your network contains an Active Directory domain named contoso.com. The domain contains a DNS
server named Server1. All client computers run Windows 10.
On Server1, you have the following zone configuration.

You need to ensure that all of the client computers in the domain perform DNSSEC validation for the
fabrikam.com namespace.
Solution: From a Group Policy object (GPO) in the domain, you modify the Network List Manager
Policies.
Does this meet the goal?
A. Yes
B. No
Answer: B
Explanation
Network List Manager Policies are security settings that you can use to configure different aspects of
how networks are listed and displayed on one computer or on many computers.
Network List Manager Policies are not related to DNSSEC.
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